
ACA1230  short manual
Dear customer,

thank you for purchasing a product from Individual Computers. We're sure that your new 
accelerator will satisfy all your needs. However, we would like to emphasize that installing 
the product in a desktop Amiga 1200 is not easy and it requires some skills. Please make 
sure that you have enough light at your desk and take appropriate anti-static precautions.

Installing  the  accelerator  should  only  be  done  by  experienced  persons.  In  some rare 
cases, it may be required to open the computer for installation. If you have never done this  
before, you should get some help from a technician.

Jumper
The  jumper  should  be  set  properly  prior  to  installation,  as  it's  harder  to  reach  after 
installation. 

If your Amiga 1200 has Kickstart version 3.0, please close the jumper. If your Amiga 1200 
has kickstart version 3.1 or higher, leave the jumper open. A wrong configuration can lead 
to memory being added twice, which will casue errors. If in doubt, please leave the jumper 
open and leave memory configuration up to the ACAtune-tool which is available for free 
download from our website www.icomp.de.

Real-time clock
ACA1230 is shipped without the battery-backed up clock and without a battery. The board 
is prepared for an Oki6242 clock chip. Mind the correct orientation of the chip – the notch  
on the chip must be aligned with the notch in the socket and the drawing on the board 
itself.
Please insert the battery type CR1220 with the + side up into the holder. Although the 
older, more uncommon, type CR1225 may theoretically last longer, we recommend to use 
the proper type in order not to wear out the holder.

Installation
Please remove all cables and PCMCIA card that may be connected to your computer.

Carefully place the A1200 upside-down on it's keyboard with the floppy drive pointing to 
the left. You can now see the lid that covers the computer's expansion slot. It can easily be 
levered open with a flat-blade screwdriver.

Start by loosely placing the card near the CPU slot of the A1200. Now lift the back of the  
accelerator a little and align the white connector with the CPU slot. Only when the card is  
properly aligned, you may push the card into place with a little force. You may only push 
on the back of the card. Never apply any force to the connector itself! The open wires of  
the connector are very delicate and should not be touched at all.

When the card is in the correct position, only about half of the white connector is visible, as 
you can see in the picture on the next page..

On some older A1200 computers, the metal shielding may be bent to a degree that keeps 
you from freely installing the card. In this case please open the computer, loosen the upper 
RF shielding screws slightly and adjust  the lip  of  the upper metal  shield.  If  the shield 
touches  the  accelerator  or  even  scratches  the  white  paint,  the  accelerator  will  work 
properly.



Your  computer  is  now ready for  the  first  test.  Bear  in  mind that  the A1200 is  an old 
computer: It is very likely that the connector has acquired dirt over the years that is always 
present  in  the  environment,  for  example  particulate  matter  and  (if  you're  a  smoker) 
nicotine. Should the card not work right away, you should move the card a few times in it's  
position, for example move it back half a millimeter. In rare cases it may be required to 
clean the A1200 mainboard. Never use contact-spays for this task! The gold contacts of 
the A1200 mainboard are best cleaned with a pencil eraser.

If you want to close the lid, a small part of the inner plastic needs to be cut away. The  
processor would otherwise get in the way.

ACAtune software 
Please download the ACAtune tool from our website www.icomp.de to make use of the full 
potential of the card. This lets you activate the MapROM option, configure memory under  
kickstart 3.0 and optimize the overall performance of the system. Please also read the full  
manual that's included in the download-archive of the ACAtune tool.
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